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Sistema operacional para o Terminal
de Acesso da TV Digital

Ana Luiza Pereira Brod

Introdugzo

Desenvolvimento de Drivers:

- Configuracdes do Tuner TV digital,

- Configuracao dos Decoders (A/V);

- Interface com o usuario.

- Integragdo com o sistema do Set-top-box;

O Terminal de Acesso para o Sistema
Brasileiro de Televisdo (SBTV) é um
sistema embarcado complexo:
* Plataforma de SW.:

* Linux - ucLinux
* Plataforma de HW: Sistema-em-Chip

(SoC) Ambiente de Configuracéo

Dec. de audio Option | Option
5 =-Step 1: package select/install/update ML
* DeC. de Vldeo 2-FLinux i--Target Architecture
* Processador Leon 3 SPARC v8 i-BUse tar archive instead of GIT when possible -0arm
e Periféricos g--DSwitch between available linux repositorys under . /linux/* -(armeb
“DOlnstall a specific version of Linux in ./linux/* - (Qavr32
* Controle Remoto -Distibution -Obin
» Ethernet/Internet ~EToolchain ~0i386
=-Step 2: package configuration - Omips
- USB ~@Load predefined configurations - (mipsel
Este trabalho apresenta (o) porte dO LinUX ~Save the current configuration as new predefine | - (IPOWErpC
para a plataforma de hardware e o “ioochait configuration ~Osuperh
; ) guration Osuperh64
desenvolvimento dos drivers. Nouildroot configuration ~ [MARIESCRNE
=-Build options -~ (0x86_64
- Commands ~-Oxtensa
“Mirrors and Download locations --Target Architecture Variant
1 ~Toolchain - OVT
FIUXO de DesenVOIVlmento ~System configuration - icypress
=--Package Selection for the target ~(0v8
-50C-H264 packages -~ LEON SPARC needs gcc = 4.4.x
— -Audio and video libraries and applications - hfleon
i M1 FFminen M hlennuR

Buldroot '
Distribution Toolchain Boot do Sistema Operacional

3HB HICHMEM available.
F stdout device is: ~saz:a
ROM: Built device tree with 16738 bytes of memory.
uilt 1 zonelists in Zone order. mobility grouping on. Total pages: 63588
ernel command line: console=tty8@.38408 init=<shin init
ID hash table entries: 1824 <order: B. 4896 bytes?
v entry cache hash table entriesz: 32768 {order: 5, 131872 bytes)
Inode-cache hash table entries: 16384 <order: 4, 65536 bytesd
enory: 251024k-262120k available (2696k kernel code. 11896k reserved. 996k data
- l?dh init, 65512k highnen?}
ierarchical RCU implementation.
U-based detection of stalled CPUs is disabled.

Loader Linuxbuild | ansole: colsun dunny device SBEE 1 O lsaried:

ensole [ttyEB] enabled
alibrating delay luge... 59.39 Iluaol'lll's Clpji=296968>
id_max: default: 32768 mindimunm: 301

aunt-cache hash table entries: 512

ET: Registered protocol family 16

io: create slabh {hio-B> at @
. aaarb: loaded

Universidade Federal do Rio Grande do Sul

Laboratério de Processamento de Sinais e Imagens

Av. Oswaldo Aranha, 103 — 90035-190 Porto Alegre/RS, Brasil
Contato: analuiza.brod@gmail.com

http://lapsi.eletro.ufrgs.br/

$ I
UFRGS LaPSI




	Slide 1

